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(Instructional photos on page 2) 
 
PLEASE NOTE: Patience and care, along with very strong technical and hand tool ability, are required for the successful 
replacement of an iPod Nano battery. Soldering experience is also helpful. Read all instructions and back up your data 
BEFORE beginning. Excessive force may result in damage to your MP3 player. The instructions below come with no 
warranty or guarantee. By utilizing these instructions, you agree to hold BatteryShip.com blameless and unaccountable 
for any and all damages, problems, or personal injuries that may or may not arise by your use of these instructions. 
Replacing your iPod Nano battery may void your Apple warranty.  
 
Make sure your iPod is off and your hold switch is activated. 
 
Beginning 3 centimeters down from the top of the iPod on the right hand side, use the included plastic pry tool or the 
included metal flathead (VERY CAREFULLY to avoid scratching) to separate the back iPod case from the front. It is 
helpful to note that the point of your pry tool needs to go downwards under the metal back cover, not towards the 
faceplate. You can create the initial opening by inserting one of the pry tools (the plastic pry tool or metal flathead) with 
the point facing down, then using that pry tool to maintain the opening while prying the case open with the other tool.  
 
CAREFULLY pry open the iPod case, moving around the iPod from your starting point. There are clips all around the 
inside of the iPod holding it together. You will need to use a pry tool to unclip each one by pressing them gently inward. 
 
Lift off the back case of the iPod and set it aside for reassembly. 
 
Make sure that you are grounded before coming into contact with the iPod’s internal parts. 
 
Note the location and orientation of the original battery within the iPod. You will see three wires (red, black and white) 
connecting the battery to the iPod.  
 

You can proceed from this point in ONE of two ways, soldering method or twisting method. 
 
Soldering method: 
 
*A soldering iron and knowledge of soldering are required for this method.* 
 
For the soldering technique, use your soldering iron on a low setting to soften the area where the old battery’s wires are 
connected to the iPod. BEFORE DOING THIS, note the order of the wire colors and which area each color was originally 
soldered to. (The order is generally white to the left, then red, then black on the right when the iPod is oriented so that the 
battery compartment is on the left side.) 
 
When the metal has been softened, gently remove the original battery’s wires. Remove the original battery from the 
battery compartment, using the plastic pry tool to assist if needed. Be very careful not to bend or break the battery as you 
remove it. 
 
Remove (slide off) the whitish paper slip cover from the end of the new battery wires. Remove the black, white and red 
insulation from the ends of the wires to about 1 centimeter up. This can be done with wire strippers, a razor, or small 
scissors. Be VERY CAREFUL not to damage the wires. 
 
Being very careful not to overheat the internal parts of the iPod, solder the new battery wires by color into the same 
locations that the original wires were soldered. Place the new battery into the battery compartment.  
 
Make sure that the hold switch is aligned correctly, then replace the back cover. FULLY CHARGE your new battery before 
use. (Allow at least three hours).  
 
 



 
Twisting method:  
 
Very carefully cut the original battery’s wires near the battery. 
 
Remove the original battery from the battery compartment, using the plastic pry tool to assist if needed. Be very careful 
not to bend or break the battery as you remove it. 
 
On your replacement battery, you will see three similar wires. Remove (slide off) the whitish paper slip cover from the end 
of the new battery wires.  
 
Remove the insulation around the wires coming out of the iPod from the ends of the wires (where they were cut) to about 
½ inch up. Do the same for the wires coming out of the new battery. This can be done with wire strippers, a razor, or small 
scissors. Be VERY CAREFUL not to damage the wires. 
 
Connect the wires coming out of the iPod with the wires coming out of the new battery one by one BY COLOR (white wire 
with the white wire, red wire with the red wire, black wire with the black wire) by twisting the wires together and then 
covering the exposed portion of each pair of wires with scotch tape. 
 
Place the new battery into the battery compartment. 
 
Make sure that the hold switch is aligned correctly, then replace the back cover. FULLY CHARGE your new battery before 
use. (Allow at least three hours).  
 

Internal iPod Nano photos with notes for reference: 
 
 

               

Solder wires here for 
soldering method  

Cut wires here for 
twisting method  


